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Wire  Rope

Reeving/FallingGear Box
T : Monorail Type

Model

T EB H

Capacity

500 PM

Permanent 
Magnetic Motor

Product Code

Multipurpose and Multifunction Function of   
Use in Hoisting Control

VVVF Lift Drive

    1.5 times of starting current. 230% high starting torque. 

    Compared with traditional squirrel cage motor which has 6-8 

    times starting current, PM motor VVVF Lift Drive, save energy 

    at least 10~15%. Very limited temperature rising, stable. 

    Motor brake system triggers when motor rotation approach 

    stop which makes brake lining with longer life span. Speed 

    adjustment, the ratio of max. speed 1/10. The range of low/

    high speed can be adjustable. Two-steps switch to select 

    low/high speed. Soft start / stop function can reduce swaying 

    of the lifting objects.

    adjustable type, fit different drums' size. Patents applied. 

    3 steps or 4 steps setting. Patents applied.

    more than 6 times factor of safety

S : Top Running Type
  320 : 7040 lbs

  630 : 13860 lbs
800 : 17600 lbs
1000 : 22000 lbs
1250 : 27500 lbs
  1600 : 35200 lbs
  2000 : 44000 lbs

500 : 11000 lbs
H: 2PD

  J:4PD
  R:6PD

3000 : 66000 lbs
  4000 : 88000 lbs
  5000 : 110000 lbs

Product  Guide

7040

11000

13860

17600

22000

27500

35200

44000

66000

88000

110000

Monorail Type  Top Running Type
Capacity
(lbs)

TEBH-320PM

TEBH-500PM

TEB1H-630PM

TECH-800PM

TEC1H-1000PM

TEC2H-1250PM

SEBH-320PM

SEBH-500PM

SEB1H-630PM

SECH-800PM

SEC1H-1000PM

SEC2H-1250PM

SEDH-1600PM

SEDH-2000PM

SEFJ-3000PM

SEF1J-4000PM

SEFR-5000PM

-

-

-

-

-

EB : 7HP 12HP (i=86.5)；

  EC : 17.4HP (i=112.5)

ED : 21HP 24HP (i=262.1)；
  EF : 40HP 48HP (i=147.5)；
  EF1 : 44HP (i=173.4)

  EB1 : 12HP (i=100)

  EC1 : 17.4HP (i=128.3)
  EC2 : 17.4HP (i=165.2)

Ø8

Rope Dia
(mm)d

Ø10

Ø12.5

Ø14

Ø18

Ø20

68

103

160

203

331

Mode Being Used Construction
Specified

Breaking Load
(kN)

268

TEBH-320PM          SEBH-320PM

TEBH-500PM          SEBH-500PM
TEB1H-630PM        SEB1H-630PM

TECH-800PM          SECH-800PM
TEC1H-1000PM     SEC1H-1000PM

TEC2H-1250PM     SEC2H-1250PM

SEDH-2000PM      SEF1J-4000PM

S.IWRC 8xP.WS(26)-S 

S.IWRC 8xP.WS(26)-S

S.IWRC 8xP.WS(26)-S

S.IWRC 8xP.WS(26)-S

IWRC 6xP.Fi(29)-H

SEDH-1600PM      SEFR-5000PM
SEFJ-3000PM

IWRC 6xFi(29)-H

High 
speed

Creeping 
speed

※7040lbs~27500lbs   High speed 80HZ；Creeping speed 8HZ

※35200lbs~110000lbs   High speed 120HZ；Creeping speed 12HZ



H A B E F GC D

     7040 lbs 27500 lbs ( EB/EC series )~

1). Permanent magnetic motor design : 1.5 
      times of starting current. 230% high starting 
      torque. Compared with traditional insulation 
      motor which has 6-8 times starting current, 
      PM motor save energy at least 10~15%.
2). Permanent magnetic motor : during the 
      loading operation, temperature rising 
      balance 55 ~ 60° °.
3). Permanent magnetic motor: motor brake 
      system triggers when motor rotation 
      approach stop which makes brake lining 
      with longer life span compared with 
      traditional motor. 
4). New (DC) magnetic brake system and 
      motor operate synchronously which makes 
      the brake with stronger brake force. 
5). Brake force design at 150%, Max. 200%.

1). To ensure positive winding of wire rope; 
      Prevent rope overlapping. 
2). Patents : 
      Taiwan patent no. M482583
      German patent no. Nr. 20 2014 002 972.5
      Japan patent no. 3191390
      China patent no. ZL 2014 2 0036251.0
     United States patent no.US 91814069

1). Up & down are with auto stop limit switch 
     device. Prevent rope over-roll.
2). Able to setup / stop location according to 
     working environment.
3). Patents :
      Taiwan patent no. M466909
      German patent no. Nr. 20 2014 006 109.2
      Japan patent no. 3193570
      China patent no. ZL 2014 2 0395985.8
     United States patent no.US 9263201
    

Check the load weight 
from detector. 
Prevent overload to 
ensure the safety.

Guide wheel equips on both side of 
traversing beam to ensure the stability 
of traversing trolley.

Support balance weight of drum side as 
well as both side balance during the 
unload traversing.

Trolley motor : direct drive. Eliminate 
the noise while traversing.

1).  : Saving 30% of power 
       consumption compares to traditional 
       control. 
2). Speed adjustment : the ratio of max. 

VVVF Lift Drive

speed 1/10. The range of low/high speed 
can be adjustable. Two-steps switch to 
select low/high speed.

S IWRC 8xPWS 26 S
The safety factor and 
strength are more than 
6 times to ensure the 
lifting safety. 

.  . ( )-

Count the starting times of motor and 
electrical device for repair and maintenance 
record.

Model

Dimensions

( )lbs

(in)

N.W.
(lbs) ( )ft

Model

(ft/min) HP x pole

Capacity Lift
Hoisting

Speed Motor (ft/min)

60Hz 50Hz HP x pole x set Ømm R/F

Traversing
Wire ropeSpeed Motor

Specification

(3 4)

B CA

E F

G

30
40
30
40
30
40
30
40
30
40
30
40

26.2/2.6

26.2/2.6

23.6/2.4

23.6/2.4

19.7/2

16.4/1.3

7HP x 8P

12HP x 8P

12HP x 8P

17.4HP x 8P

17.4HP x 8P

17.4HP x 8P

8

10

10

12.5

14

2PD

2PD

2PD

2PD

2PD

2PD27500

12.5

5.9~11.8

5.9~11.8

5.9~11.8

7.9~15.7

7.9~15.7

7.9~15.7

15.7

19.7

19.7

22.8

22.8

25.6

18.5

18.5

18.5

21.5

21.5

21.5

27.6

27.6

30.7

30.7

30.7

30.7

8.3

8.9

8.9

10.4

10.4

10.4

21.2
23.2
23.2
25.6
23.2
25.6
25.1
27.4
25.1
27.4
27.4
30.2

21.2
23.2
23.2
25.6
23.2
25.6
25.1
27.4
25.1
27.4
27.4
30.2

30.7
35.0
35.0
39.7
35.0
39.7
38.0
42.7
38.0
42.7
42.7
48.2

1430
1474
1551
1606
1573
1628
2420
2495
2433
2508
2475
2552

7040

11000

13860

17600

22000

66/16 0.24/0.06 x 2/8 x 2

66/16

66/16
59

59

59/15

54/13

54/13

54/13
49

49

49/12

0.5/0.12 x 2/8 x 2

0.8/0.2 x 2/8 x 2
0.8 x 2 x 2

0.8/0.2 x 2/8 x 2

0.8 x 2 x 2

59 49 0.8 x 2 x 2
59/15 49/12 0.8/0.2 x 2/8 x 2

66 54 0.8 x 2 x 2

59/15 49/12 0.8/0.2 x 2/8 x 2

66 54 0.5 x 2 x 2

66 0.24 x 2 x 254
TEBH-320PM

TEBH-500PM

TEB1H-630PM

TECH-800PM

TEC1H-1000PM

TEC2H-1250PM

TEBH-320PM

TEBH-500PM

TEB1H-630PM

TECH-800PM

TEC1H-1000PM

TEC2H-1250PM

Classification of Hoist
FEM 2m / ISO M5

： 

※Option of traversing single speed or dual speed, please remark your request on each formal order.
※ ： ；Rating Duty ED% Dual speed 40/20% (Hoisting) Dual speed 40/20% (Traversing).



Specification

H A B E F KC D G
Model

Dimensions

( )lbs

(in)
N.W.

(lbs) (ft)
Model

(ft/min) HP x pole

Capacity Lift
Hoisting

Speed Motor (ft/min)

60Hz 50Hz HP x pole x set Ømm R/F

Traversing
Wire ropeSpeed Motor

(5 6)

     7040 lbs 27500 lbs ( EB/EC series )~

1). Permanent magnetic motor design : 1.5 
      times of starting current. 230% high starting 
      torque. Compared with traditional insulation 
      motor which has 6-8 times starting current, 
      PM motor save energy at least 10~15%.
2). Permanent magnetic motor : during the 
      loading operation, temperature rising 
      balance 55 ~ 60° °.
3). Permanent magnetic motor: motor brake 
      system triggers when motor rotation 
      approach stop which makes brake lining 
      with longer life span compared with 
      traditional motor. 
4). New (DC) magnetic brake system and 
      motor operate synchronously which makes 
      the brake with stronger brake force. 
5). Brake force design at 150%, Max. 200%.

1). To ensure positive winding of wire rope; 
      Prevent rope overlapping. 
2). Patents : 
       Taiwan patent no. M482583
       German patent no. Nr. 20 2014 002 972.5
       Japan patent no. 3191390
       China patent no. ZL 2014 2 0036251.0
      United States patent no.US 91814069

1). Up & down are with auto stop limit switch  device. Prevent rope 
      over-roll.
2). Able to setup / stop location according to working environment.
3). Patents :
       Taiwan patent no. M466909
       German patent no. Nr. 20 2014 006 109.2
       Japan patent no. 3193570
       China patent no. ZL 2014 2 0395985.8
      United States patent no.US 9263201
    

S IWRC8xPWS 26 S
The safety factor and 
strength are more than 
6 times to ensure the 
lifting safety. 

.  . ( )-

Check the load weight 
from detector. 
Prevent overload to 
ensure the safety.

1).  : Saving 30% of power consumption compares to 
       traditional control. 
2). Speed adjustment : the ratio of max. speed 1/10. The range of low/high 
      speed can be adjustable. Two-steps switch to select low/high speed.

VVVF Lift Drive

B

C

K

G

17600

30
40
30
40
30
40
30
40
30
40
30
40

26.2/2.6

26.2/2.6

23.6/2.4

23.6/2.4

19.7/2

16.4/1.3

7HP x 8P

12HP x 8P

12HP x 8P

17.4HP x 8P

17.4HP x 8P

17.4HP x 8P

8

10

10

12.5

14

12.5

2PD

2PD

2PD

2PD

2PD

2PD

15.7

19.7

19.7

23.6

23.6

25.6

21.7
23.0
23.0
25.3
23.0
25.3
25.4
27.7
25.4
27.7
27.7
30.5

21.7
21.7
21.7
23.9
21.7
23.9
23.5
25.9
23.5
25.9
25.9
28.7

33.5
33.5
33.5
39.4
33.5
39.4
39.4
45.3
39.4
45.3
45.3
51.2

5.9

5.9

5.9

7.1

7.1

7.1

26.8

26.8

26.8

30.3

30.3

30.3

33.7

33.7

33.7

40.2

40.2

40.2

50.4

50.4

50.4

58.5

58.5

58.5

1.8

1.8

1.8

2.4

2.4

2.4

1540
1584
1606
1672
1606
1672
2618
2706
2618
2706
2750
2860

7040

11000

13860

22000

27500

69 0.5 x 4 x 1

69/23

69/23

56/18.7

56/18.7

56/18.7

59

59/19.7

59/19.7

46/15.3

46/15.3

46/15.3

1/0.33 x 4/12 x 1

1/0.33 x 4/12 x 1

1.5/0.5 x 4/12 x 1

1.5/0.5 x 4/12 x 1

1.5/0.5 x 4/12 x 1
56 46 1.5 x 4 x 1

56 46 1.5 x 4 x 1

56 46 1.5 x 4 x 1

69/23 0.5/0.12 x 4/12 x 159/19.7
69 59 1 x 4 x 1

69 59 1 x 4 x 1

SEBH-320PM

SEBH-500PM

SEB1H-630PM

SECH-800PM

SEC1H-1000PM

SEC2H-1250PM

SEBH-320PM

SEBH-500PM

SEB1H-630PM

SECH-800PM

SEC1H-1000PM

SEC2H-1250PM

F

A

Classification of Hoist
FEM 2m / ISO M5

： 

※Option of traversing single speed or dual speed, please remark your request on each formal order.
※ ： ；Rating Duty ED% Dual speed 40/20% (Hoisting) Dual speed 40/20% (Traversing).



(7 8)

     35200 lbs 11000 lbs ( ED/EF series ) ~

Specification

1). Permanent magnetic motor design : 1.5 
      times of starting current. 230% high starting 
      torque. Compared with traditional insulation 
      motor which has 6-8 times starting current, 
      PM motor save energy at least 10~15%.
2). Permanent magnetic motor : during the 
      loading operation, temperature rising 
      balance 55 ~ 60° °.
3). Permanent magnetic motor: motor brake 
      system triggers when motor rotation 
      approach stop which makes brake lining 
      with longer life span compared with 
      traditional motor. 
4). New (DC) magnetic brake system and 
      motor operate synchronously which makes 
      the brake with stronger brake force. 
5). Brake force design at 150%, Max. 200%.

To ensure positive winding of wire rope; 
 Prevent rope overlapping. 

1). Up & down are with auto stop limit switch  device. Prevent rope 
      over-roll.
2). Able to setup / stop location according to working environment.
3). Patents :
       Taiwan patent no. M466909
       German patent no. Nr. 20 2014 006 109.2
       Japan patent no. 3193570
       China patent no. ZL 2014 2 0395985.8
      United States patent no.US 9263201
    

IWRC 6 x P.Fi(29)-H
The safety factor and 
strength are more than 
6 times to ensure the 
lifting safety. 

Check the load weight 
from detector. 
Prevent overload to 
ensure the safety.

1).  : Saving 30% of power consumption compares to 
       traditional control. 
2). Speed adjustment : the ratio of max. speed 1/10. The range of low/high 
      speed can be adjustable. Two-steps switch to select low/high speed.

VVVF Lift Drive

55.0
59.0
68.8

60.0
63.9
73.7

82.7
90.6
110.2

70.9 15.7 45.3 57.9 89.6 3.1 10384
10913
11795

45.3
49.2
55.1

49.1

50.2
54.2
60.1

54.1

63.0
70.9
82.7

70.9

63 11.8 38.2 56.5 84.1 2.8
7271
7546
7964

9834
53.1 58.0 78.766.9 15.7 43.3 57.9 89.2 3.1 10208
59.0 63.9 90.6 10781

30.4
33.4
35.4
31.4

39.0
42.0
43.9
40.0

45.3
51.2
55.1
47.2

39.4 8.5 35.4 39.4 64.0 2.4
4123
4321
4454
4519

33.4 42.0 51.243.3 8.5 35.4 39.4 64.0 2.4 4409
37.3 45.9 59.1 4652

SEFR-5000PM

SEFJ-3000PM

SEF1J-4000PM

SEDH-1600PM

SEDH-2000PM

H A B E F KC D G
Model

Dimensions

( )lbs

(in)
N.W.

SEFR-5000PM 33
40
50

11.8/1.2 48HP x 8P 18 6PD

SEFJ-3000PM 33
40
50

33

16.4/1.6 40HP x 8P 18 4PD

SEF1J-4000PM 13.8/1.4 44HP x 8P 20 4PD
40
50

SEDH-1600PM
26
33
40
26

16.4/1.6 25HP x 8P 18 2PD

SEDH-2000PM 14.8/1.5 24HP x 8P 20 2PD33
40

(lbs) ( )ft
Model

(ft/min) HP x pole

Capacity Lift
Hoisting

Speed Motor (ft/min)

60Hz 50Hz HP x pole x set Ømm R/F

Traversing
Wire ropeSpeed Motor

35200

44000

66000

88000

110000
59 49 3 x 4 x 2

69/23 59/19.7 2/0.67 x 4/12 x 2

59/19.7 49/16.3 2/0.67 x 4/12 x 2

59 49 1 x 4 x 2

59/19.7 49/16.3 1/0.33 x 4/12 x2

59/19.7 49/16.3 3/1 x 4/12 x 2

59 49 2 x 4 x 2

69 59 2 x 4 x 2

59 49 1 x 4 x2

59/19.7 49/16.3 1/0.33 x 4/12 x 2

41.3 46.3 55.1 6996

45.2 50.1 63.0 9460

49.1 54.1 70.9 10031

26

26

26

B A

K

G
F

C

Classification of Hoist
FEM 2m / ISO M5

： 

※Option of traversing single speed or dual speed, please remark your request on each formal order.
※ ： ；Rating Duty ED% Dual speed 40/20% (Hoisting) Dual speed 40/20% (Traversing).



Model
Capacity
(ton)

Federation Europeenne De La Manutention

Operation Cycle

Class of operation time

Hoist with one speed Hoist with two speed

ISO/FEM (9.511)

V0.06

V0.12

V0.25

T1

≤ 0.12

≤ 0.25

≤ 0.5

200

400

800

T0

T2

 

V0.5 ≤ 1 1600T3

V1

V3

V4

V5

≤ 2

≤ 8

≤ 16

3200

12500

25000

≤ 16 50000

T4

T6

T7

T8

V2 ≤ 4 6300T5

V0.06 V0.12 V0.25 V0.5 V1 V2 V3 V4 V5

TO T1 T2 T3 T4 T5 T6 T7 T8

≦0.12 ≦0.25 ≦0.5 ≦1 ≦2 ≦4 ≦8 ≦16 >16

1 Dm 1 Cm 1 Bm 1 AM 2 m 3 m 4 m

1 Dm 1 Cm 1 BM 1 Am 2 m 3 m 4 m 5 m

1 Dm 1 Cm 1 Bm 1 Am 2 m 3 m 4 m 5 m

1 Cm 1 Bm 1 Am 2 m 3 m 4 m 5 m

k 0.50≦

0.50 k 0.63< ≦

0.63 k 0.80< ≦

0.80 k 1.00< ≦

1      L1

2      L2

3     L3

4     L4

1 Dm
M 1

1 Cm
M 2

1 Bm
M 3

1 Am
M 4

2 m
M 5

3 m
M 6

4 m
M 7

5 m
M 8 Class of 

operation time

Average 
operating time 
per day (in hours)

Calculated total 
operating time 
in hours

Classification of mechanisms into groups

Classification of mechanisms
Class of operation time

Load
spectrum

Cubic
mean value

Average operating time per day in hours

(9 10)

¢ Power  Supply ¢ Lifting  Height 

¢ Push  Button  Switch

H1

ØC

B4

B3

� Use dual security-protection design. When CPU is interference by outer 

  electric wave, all the output will be off automatically for safety.

 � Use one phase, common model, floating ground, EMI anti-noise circuit 

   which could prevent the receiver breakdown, make the receiver stay 

  away from the hurt of  wrong ground-connecting which caused by 

    working negligence, and it's designed for easy installation.

  1

Hook

� Electric wire rope hoist suits majority 
    of the  3 - Phase  power  in  different 
    countries, available in 50Hz or 60Hz, 
    voltage from 220V up to 600V.
� Dual-volt hoist subject to our 
    confirmation. 

� Standard lifting height :
    Please refer to specifications. 
� Optional height available upon 
    request.  

� 2-point type : up and down.
� 4-point type : up and down；left and right (trolley).
� 6-point type : up and down left and right；forward and reverse (end carrier) ；

Pendant Control

SEFR

H1 B1 B2 H2 B3 B4 C G E

TEBH
SEBH

TECH SECH；

TEC1H SEC1H；

SEDH

SEFJ

TEB1H SEB1H；

TEC2H SEC2H；

Dimension in ( )

7040

11000

13860

17600

22000

27500

35200

44000

66000

110000

2.2

3.0

3.0

3.3

3.3

3.9

4.7

4.7

5.5

7.6

(lbs/in )2

Allow
Stress

(lbs)

Hook Block
Weight

88000 5.9

1.5

1.9

1.9

2.4

2.4

2.8

3.3

3.3

3.9

5.3

0.5

0.6

0.6

0.9

0.9

1.1

1.3

1.3

1.5

2.1

2.0

2.7

2.7

3.0

3.0

3.7

4.3

4.3

5.1

7.1

1.5

1.9

1.9

2.4

2.4

2.6

3.3

3.3

3.7

5.2

0.5

0.6

0.6

0.9

0.9

1.1

1.3

1.3

1.5

2.1

2.4

3.0

3.0

3.3

3.3

3.9

4.7

4.7

5.5

7.1

1.7

2.2

2.2

2.4

2.4

2.8

3.2

3.2

4.1

5.7

3.9

4.1

4.1

5.5

5.5

5.2

6.5

6.5

8.7

11.0

99355

99355

141935

99355

141935

141935

99355

141935

141935

141935

66

88

88

154

154

330

485

551

924

1500

4.5 2.2 5.5 4.3 2.2 5.9 4.4 9.1 141935 1122SEF1J


